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PROXXON – BSL 115/E

Dear Customer,

Before putting the machine into operation, read the
enclosed safety rules and operating instructions.

GENERAL SAFETY RULES
Warning! Read and understand all instructions.
Failure to follow all instructions listed below, may
result in electric shock, fire and/or serious personal
injury.

SAVE THESE INSTRUCTIONS
Work Area
Keep your work area clean and well lit. Cluttered
benches and dark areas invite accidents.

Do not operate power tools in explosive
atmospheres, such as in the presence of
flammable liquids, gases, or dust. Power tools
create sparks which may ignite the dust or fumes.

Keep bystanders, children, and visitors away while
operating a power tool. Distractions can cause you
to lose control.

Electrical Safety
Double Insulated tools are equipped with a
polarized plug (one blade is wider than the other.)
This plug will fit in a polarized outlet only one way. If
the plug does not fit fully in the outlet, reverse the
plug. If it still does not fit, contact a qualified
electrician to install a polarized outlet. Do not 
change the plug in any way. Double Insulation 
eliminates the need for the three wire grounded
power cord and grounded power supply system.

Avoid body contact with grounded surfaces such
as pipes, radiators, ranges and refrigerators. There
is an increased risk of electric shock if your body is
grounded.

Do not expose power tools to rain or wet
conditions. Water entering a power tool will increase
the risk of electric shock.

Do not abuse the cord. Never use the cord to carry
the tools or pull the plug from an outlet. Keep cord
away from heat, oil, sharp edges or moving parts.
Replace damaged cords immediately. Damaged
cords increase the risk of electric shock.

When operating a power tool outside, use an
outdoor extension cord marked "W-A" or "W."
These cords are rated for outdoor use and reduce the
risk of electric shock.

Personal Safety
Stay alert, watch what you are doing and use
common sense when operating a power tool. Do
not use tool while tired or under the influence of
drugs, alcohol, or medication. A moment of

inattention while operating power tools may result in
serious personal injury.

Dress properly. Do not wear loose clothing or
jewelry. Contain long hair. Keep your hair, clothing,
and gloves away from moving parts. Loose clothes,
jewelry, or long hair can be caught in moving parts.

Avoid accidental starting. Be sure switch is off
before plugging in. Carrying tools with your finger on
the switch or plugging in tools that have the switch on
invites accidents.

Remove adjusting keys or wrenches before
turning the tool on. A wrench or a key that is left
attached to a rotating part of the tool may result in
personal injury.

Do not overreach. Keep proper footing and
balance at all times. Proper footing and balance
enables better control of the tool in unexpected
situations.

Use safety equipment. Always wear eye
protection. Dust mask, non-skid safety shoes, hard
hat, or hearing protection must be used for
appropriate conditions.

Tool Use and Care
Use clamps or other practical way to secure and
support the workpiece to a stable platform.
Holding the work by hand or against your body is
unstable and may lead to loss of control.

Do not force tool. Use the correct tool for your
application. The correct tool will do the job better and
safer at the rate for which it is designed.

Do not use tool, if switch does not turn it on or off.
Any tool that cannot be controlled with the switch is
dangerous and must be repaired.

Disconnect the plug from the power source before
making any adjustments, changing accessories, or
storing the tool. Such preventive safety measures
reduce the risk of starting the tool accidentally.

Store idle tools out of reach of children and other
untrained persons. Tools are dangerous in the hands
of untrained users.

Maintain tools with care. Keep cutting tools sharp
and clean. Properly maintained tools, with sharp
cutting edges are less likely to bind and are easier to
control.

Check for misalignment or binding of moving
parts, breakage of parts, and any other condition
that may affect the tools operation. If damaged,
have the tool serviced before using. Many
accidents are caused by poorly maintained tools.

Use only accessories that are recommended by
the manufacturer for your model. Accessories that
may be suitable for one tool, may become hazardous
when used on another tool.
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Exploded Drawing for BSL 115/E
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Part No
28536- 1 Washer
28536- 2 Bearing
28536- 3 Wheel
28536- 4 Washer
28536- 5 Screw
28536- 6 Screw
28536- 7 Grip head
28536- 8 Screw
28536- 9 Tension jack
28536- 10 Spring
28536- 11 Screw
28536- 12 Screw
28536- 13 Corrugated washer
28536- 14 Washer
28536- 15 Locking ring
28536- 17 Bracket 
28536- 18 Abrasive belt (accessories)
28536- 19 Washer
28536- 20 Locking ring
28536- 21 Driving wheel
28536- 22 Plunger pin
28536- 23 Flange
28536- 24 Screw
28536- 25 Bearing
28536- 26 Ring gear
28536- 27 Casing

Part No
28536- 28 Spring
28536- 29 Washer
28536- 30 Retaining Knob
28536- 31 Screw
28536- 32 Extraction system part 1
28536- 33 Extraction system part 2
28536- 34 Extraction system part 3
28536- 35 Screw
28536- 36 Extraction system part 4
28536- 37 Conical gear wheel
28536- 38 Bearing
28536- 39 Ring nut
28536- 40 Shaft
28536- 41 Ventilator
28536- 42 Screw
28536- 43 Strip
38536- 44 Label
38536- 45 Electric motor
28536- 46 Back-up ring
38536- 47 Board 
28536- 48 Screw
28536- 49 Adjusting knob
28536- 50 Switch
28536- 51 Cap
28536- 52 Bow
38536- 53 Power cord
38536- 99 Instruction manual

Prox-Tech, Inc., (“Seller”) warrants to the original purcha-
ser only, that all PROXXON consumer power tools will be
free from defects in material or workmanship for a period
of two years from the date of purchase. Seller’s sole
obligation and your exclusive remedy under this limited
warranty and, to the extent permitted by law, any
warranty or condition implied by law, shall be the repair or
replacement of parts, without charge, which are defective
in material or workmanship and which have not been
misused, carelessly handled, or misrepaired by persons
other than Seller or Authorized Service Station. In the
event of a failure of a product to conform to this written
warranty, please refer to the Service and Repair section
on the back of this manual and take action accordingly.

This Limited Warranty does not apply to accessory
items such as circular saw blades, drill bits, router bits,
jigsaw blades, sanding belts, grinding wheels and other
related items. Damage to the product resulting from
tampering, accident, abuse, negligence, unauthorized
repairs or alterations, unapproved attachments or other
causes unrelated to problems with material or
workmanship are not covered by this warranty.

Any implied warranties shall be limited in duration to two
years from date of purchase. Some states in the U.S.
and some Canadian provinces do not allow limitations
on how long an implied warranty lasts, so the above
limitation may not apply to you.

In no event shall seller be liable for any incidental or
consequential damages (including but not limited to
liability for loss of profits) arising from the sale or use of
this product. Some states in the U.S. and some
Canadian provinces do not allow the exclusion or
limitation of incidental or consequential damages; so the
above limitation or exclusion may not apply to you. This
limited warranty gives you specific legal rights, and you
may also have other rights, which vary from state to
state in the U.S., province to province in Canada and
from country to country. This limited warranty applies
only to PROXXON power tools sold within the United
States of America, Canada, the commonwealth of
Puerto Rico and Mexico. For warranty coverage within
other countries contact your local PROXXON Importer.

LIMITED WARRANTY OF PROXXON POWER TOOLS FOR HOME USE
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Replacement Parts List

Please order spare parts in writing from Proxxon Service center
(Adress on the back of this manual)

Belt sander BSL 115/E

article-no. 38536


